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OVERVIEW AVAILABLE EXECUTIONS

MATERIAL REQUIREMENT PER M2

Mesh Type % Open Version-II, with reinforcement
LS6

Type 1
(see page 9/11)

40 400 x 2000 mm
LD6 40 400 x 2000 mm
LS8 54 400 x 2000 mm
LS10 57 600 x 2400 mm
LS12 66 600 x 2400 mm
LS16 46 600 x 2400 mm
New York

Type 2
(see page 10/12)

48 680 x 2800 mm
Dubai 36 750 x 2800 mm
Moscow 55 728 x 2800 mm
Rotterdam 50 740 x 2800 mm

Al
Components Unit Version-II, max 600 x 2800 mm
Stretch Metal Hook-On pcs 0.69
Locking plate pcs 0.69
Safety Loop profile lm 0.42
Safety Loop profile splice pcs 0.08
Suspension pcs variable, depends on wind load
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Luxalon®

Stretch metal Hook-On Safety Loop Exterior

Hook-On Safety Loop Exterior
PLANKS
The Stretch Metal Hook-On Safety Loop 
system is designed for bigger surfaces 
without concessions to accessibility. 
The system executed in aluminium and 
with exterior grade powder coating is 
suitable for use in exterior applications. 
The locking plates prevent unauthorised 
removal of the panels and at the same 
time lock the panels in place to provide 
wind load resistance.

DEMOUNTABILITY AND ACCESS
Each panel is individually demountable  
by unscrewing the locking plate with  
an hexagonal Allen key through the  
15 mm joint between the panels.  
Once the panels are free they can be  
easily lifted from the hook-on profile. 

WIND LOADS AND ENVIRONMENT*
The wind load on an exterior ceiling  
depends on factors like:
- location of the building
- surrounding environment
- height
- situation on the building
- type of ceiling.
In addition, there may be other factors 
that influence the performance like 
(industrial) pollution, salinity (coastal 
areas) or humidity (nearby 
watery environments).
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*Please contact your local Hunter Douglas sales office for advice on wind loads and exterior ceiling applications.

	 1	= Hook-On plank
	 2	= Safety Loop profile
	 3	= Locking plate with screw
	 4	= Threaded rod
	 5	= Suspension element

	A	= 300 mm (max.)
	B	= Variable
	C	= Panel width or length

Version-II: Stretch Metal with welded support profile



16 HunterDouglas® Ceilings - Stretch Metal

Acoustics

 Material

ACOUSTIC PERFORMANCE
Using acoustic pads on top of the 
Stretch Metal panels offers exceptional 
acoustic performance. The thickness of 
the pads can be chosen depending on 
the required acoustical values.  
The acoustic absorption value can reach  
aw 1 with an acoustical pad of 85 mm.

TRANSPARENCY
The tiles can be made from various 
mesh types. This results in different 
optical effects if the natural or artificial 
light comes from the plenum. It is 
important to realise that stretch metal 
meshes do have a direction. Depending 
on viewing direction the mesh appears 
more or less open. This influences 
light coming through the material but 
also the visiblity of installations in the 
plenum. The physical transparency can 
also be used for smoke extraction and 
sprinkler operation in case of fire.

FIRE BEHAVIOUR
HunterDouglas® metal ceilings are 
classified incombustible, and will 
therefore not contribute to fires. When 
ceilings need to protect the structural 
integrity of a building, HunterDouglas® 
ceilings offer a wide range of practical 
solutions with regards to fire resistance 
and fire stability. Further information is 
available on request.

INSTALLATION
It is necessary for all versions that qualitative suspension systems are used. The systems must be stable, aligned and leveled 
so that they comply with the requirements of the panels. For information on installation, refer to the applicable assembly 
instruction leaflets.

COATING
Stretch Metal tiles are all powder coated materials. Durable powder coatings for 
exterior use are optionally available.

COLOUR RANGE
The standard colour range consists of RAL and NCS colours, including chrome.  
Other special colours are available on request.

QUALITY
Our focus on quality ensures the highest standard of production process, material, 
machinery and finished product. The superior durability of Hunter Douglas products 
translates into lower costs during the life cycle of the product due to longer life 
expectancy and lower maintenance costs.

Acoustic tests Stretch Metal
Plenum depth 300 mm

Freq. Hz.
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Mesh LD6, Tile 600x600, Ac.Pad 25 mm, aw 0.85
Mesh LS10, Tile 800x800, Ac.Pad 85 mm, aw 1.0
Mesh LS8, Tile 600x600, Ac.Pad 25 mm, aw 0.85
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Designed 
to work for you

FE

ARCHITECTURAL SERVICES 
We support our business partners with a  
wide range of technical consulting and support 
services for architects, developers, and 
installers. We assist architects and developers 
with recommendations regarding materials, 
shapes and dimensions, colours and finishes. 

We also help creating design proposals, 
visualisations, and installation drawings. 
Our services to installers range from providing 
detailed installation drawings and instructions  
to training installers and advising on the  
building site.

All aluminium 
products are 100% 
recyclable at the end 
of their lifecycle. 

All steel products 
are 100% recyclable 
at the end of their 
lifecycle. 

® Registered trademark of Hunter Douglas - a HunterDouglas® product Pats. & Pats. Pend. - 
Technical data subject to change without notice. © Copyright Hunter Douglas 2019. No rights 
can be derived from copy, text pertaining to illustrations or samples. Subject to changes in 
materials, parts, compositions, designs, versions, colours etc., even without notice.  MX800S00

Hunter Douglas products and 
solutions are designed to improve 
indoor environmental quality and 
conserve energy, supporting 
built environments that are 
comfortable, healthy, productive, 
and sustainable.

HUNTER DOUGLAS ARCHITECTURAL
In the last 60 years, we have been fortunate enough to help turn countless innovative 
ideas into products for innovative buildings. With major operation centres in Europe, North 
America, Latin America, Asia and Australia we contribute to thousands of high-profile projects 
including shopping centres, airports, government offices, hospitals, universities and offices.

▲ SUN LOUVRES ▲ PLAFONDS

▲ PLAFONDS ▲ FAÇADES

Learn More 
	�Contact our Sales office
	www.hunterdouglasarchitectural.eu
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